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	ANYTHING YOU CAN DESIGN WITH WOOD, YOU CAN DESIGN WITH STEEL-ONLY BETTER. 
Installing SteelDeck Framing System requires three basic operations: cutting, clamping and fastening.

Cutting Tools may be required to cut blocking as well as framing members. Commonly used cutting tools for steel framing applications include the following: Metal Cutting Saw, Chop Saw and Circular Saw.

Clamping Tools: Clamps are essential tools for steel framing and come in a variety of sizes or throat openings. Locking C-Clamps are typically used to hold the steel pieces together during fastening. 

Fastening Tools: The most common methods of fastening steel to steel are screws. Self-drilling screws are the most prevalent fasteners, and they are typically applied with a positive-clutch electric screw gun. 

Components to SteelDeck Framing::
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Pre-Punched Rim Track is instant savings to the installer- it will save time installing. 
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General Notes for SteelDeck Steel Joist Span Table:

1. Spans are based on continuous lateral support of the compression flange.

2. The joist rim must be installed according to the installation instructions.

3. Rim tab must be attached to the hard side of the joist.

4. Joist "TDJ" = 1 3/4" flange, Beam "TDW" = 2" flange. 

5. FY is 33 ksi for 18-gauge, 50 ksi for 16,14, and 12-gauge. 

SteelDeck Joist Allowable Span Table 

10 psf Dead Load and 40 psf Live Load 

TL Deflection = L/360, LL Deflection = L/480 

Joist Member 

Single Span Spacing (in.) o.c. 

Max Overhang (in.)

16"

24"

9.25" TDJ16

17'6"

15'3"

1' - 6" 

Note: The span of a joist is measured from the center line of bearing at one end of the joist to the centerline of bearing at the other end and does not include overhangs.

CODE APPROVAL 

International Building Code

Section 2205, Cold Formed Steel

International Residential Code

Section R505, Steel Floor Framing 


SteelDeck Framing System is backed by a 25 Year Warranty.. 


